
The Vx610 wireless terminal delivers reliable, high speed performance without tying 
you down to a fixed location. 

BENEFITS AT A GLANCE
• One piece unit incorporating 

terminal, PINPad and printer.

• Intuitive ATM style interface.

• Compact size & ergonomic 
design.

• Large size menu prompts.

• Large backlit display.

• High speed 18LPS thermal • High speed 18LPS thermal 
printer with drop & insert 
paper loading.

• Supported by VeriCentre 
Remote Terminal 
Management Centre.

• EMV/3DES Certified & 
Active.

• PCI PED Approved.

• Dual Communications – can 
use both traditional landline, 
Telecom CDMA or Vodafone 
GPRS Network.

• External Antenna Options.

VeriFone – the worlds leading supplier with over 12 million terminals installed.
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Processor
32-bit processor

Memory
6 Meg (4 Meg of Flash, 2 Meg of SRAM)

Display
128 x 64 pixel graphical LCD with backlighting; supports 8 lines x 21 
characters

Magnetic Card Reader
Triple track (tracks 1,2,3), high coercivity, bi-directional

Primary Smart Card
ISO 7816, 1.8V, 3V, 5V or synchronous and asynchronous cards; 
EMV certified

Keypad
3 x 4 numeric keypad, plus 8 soft-function keys and 4 screen-
addressable keys
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Printer
Integrated thermal with graphics capabilities, 18 lines per second, 
24 or 32 columns

Modem
Standard 14.4kbps modem

Wireless Modem
Telecom CDMA or Vodafone GPRS Network.

Security
EMV/3DES Certified and Active &  PCI PED Approved.

Dimensions
209mm x 102mm x 70mm
Weight: 708 grams
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